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This is to certify that

representative samples of

 HOSE VALVES 

See Addendum Page for Product Designation(s). 
   

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: ANSI/UL 668 ,Hose Valves for Fire-Protection Service 

ULC/ORD-C668,Guide for the Investigation of Hose Valves 
for Fire-Protection Service 

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information 

 
This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 

Hose valves as outlined below and described herein. 
 

Listing Model Body 
Type 

Size,  
in. (mm) 

End Connection Type 
(Inlet / Outlet) 

Rated Pressure, 
psig. (kPa) 

USL, 
CNL 

A55 Angle 1-1/2 (38) FPT Thread / FPT Thread 300 (2070) 

USL, 
CNL 

A55E Angle  1-1/2 (38) FPT Thread / FPT Thread 300 (2070) 

USL, 
CNL 

A55 Angle 2-1/2 (63) FPT Thread / FPT Thread 300 (2070) 

USL, 
CNL 

A55E Angle 2-1/2 (63) FPT Thread / FPT Thread 300 (2070) 

USL, 
CNL 

A55EG Angle 2-1/2 (63) Grooved / FPT Thread 300 (2070) 

USL, 
CNL 

A56 Angle 1-1/2 (38) FPT Thread / Male Hose 300 (2070) 

USL, 
CNL 

A56E Angle 1-1/2 (38) FPT Thread / Male Hose 300 (2070) 

USL, 
CNL 

A56 Angle 2-1/2 (63) FPT Thread / Male Hose 300 (2070) 

USL, 
CNL 

A56E Angle 2-1/2 (63) FNPT Thread / Male Hose 300 (2070) 

USL, 
CNL 

A56EG Angle 2-1/2 (63) Grooved / Male Hose+ 300 (2070) 

USL A53 Globe – Gate 2-1/2 (63) FPT Thread / Male Hose 300 (2070) 
USL A53-G Globe - Gate 2-1/2 (63) FPT Thread / Female Hose 300 (2070) 

+ Male thread types: NST, NYFD and NYCT-BCT 
 
 


